
GNR 4
Bypass level indicator

• Fittings: AISI 316 L
• PMMA or glass reading tube
• Bottom stop valve integrated
• Drain & vent plugs (standard)
• Center to center: 150 ... 1500 mm

APPLICATIONS

- Visual monitoring of liquid levels in tanks, vats, or cisterns.
- Use on equipment requiring rapid and direct level control, even in confined

spaces.

DESCRIPTION

This level indicator allows the liquid level to be viewed directly through a
transparent PMMA or glass tube. It is mounted laterally on the tank using ½"
cylindrical gas fittings BSP.

• Lower section: fitting equipped with a shut-off valve with drain screw.
• Upper part: trim fitted with a vent cap.

Its compact size allows installation even on reduced center distances.

Note: This model does not allow for the addition of a float or electrical contact.

Option: available with protection screen for enhanced security and improved impact
resistance.

TECHNICAL FEATURES

GNR 4 P/P - PMMA tube
Fittings AISI 316 L
Reading tube PMMA (poly-methyl methacrylate)
Seals Silicone or FPM
Couplings BSP ½''
Nuts Plastic

GNR 4 V/I - Glass tube
Fittings AISI 316 L
Reading tube Glass
Seals Silicone or FPM
Couplings BSP ½''
Nuts AISI 316 L

CODE NUMBERS AND REFERENCES

Code Reference Tube Nut Seals
574 100 GNR 4 P/P PMMA Plastic Silicone
574 110 GNR 4 P/P - FPM PMMA Plastic FPM
574 200 GNR 4 V/I Glass Stainless steel Silicone
574 210 GNR 4 V/I - FPM Glass Stainless steel FPM
Accessories
574 230 GNR4 protective screen
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