
TWS
Thermowells, welded body

• Body: welded tube
• AISI 316 L, PVC, PPH, PVDF
• Fittings:

Threads: BSP or NPT ½'' ; NPT ¾''
Flanges: DN 32, 40 or 50

APPLICATIONS

The thermowell, or "protective sheath," is a tubular thermal conductor designed for
the insertion of a thermometer.
Its use is recommended to protect the sensing element from corrosive effects.
t also allows for the replacement of an instrument or for performing
maintenance/calibration operations without process disturbance or interruption.

TECHNICAL FEATURES - CODIFICATION

TWS

Model

1

Fitting (F)
1 1/2" BSP threaded connection (27 TPI)
2 1/2" NPT threaded connection (27 TPI) – AISI316 model only
3 3/4" NPT threaded connection (30 TPI)
31 Flange DN 32 PN 10/16 – AISI316 model only
41 Flange DN 40 PN 10/16 – AISI316 model only
51 Flange DN 50 PN 10/16 – AISI316 model only
32 Flange 1 1/4" ANSI 150 lbs (DN 32) – AISI316 model only
42 Flange 1 1/2" ANSI 150 lbs (DN 40) – AISI316 model only
52 Flange 2" ANSI 150 lbs (DN 50) – AISI316 model only
x (Others on request)

I

Thermowell Material
I 316L Stainless Steel
P PVC
H PPH
V PVDF

xxx

Insertion Length (L)
xxx From 50 up to 500 mm

10

ØP (Outer Diameter) × Ep (Wall Thickness)
10 10×1 mm (AISI316)
12 12×1 mm (AISI316 & PVDF), 12×1.5 mm (PVC),

12×1.8 mm (PPH)
13 13.71×2.24 mm (AISI316)
14 14×1 mm (AISI316)
21 21.3×2.8 mm (AISI316)
16 16×1.8 mm (PVC), 16×2 mm (PPH & PVDF)

CE compliance: The device complies with the legal requirements of the
applicable European Directives.
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