Multi-jet dry-dial cold water meter

BETA SDC

5-digit rollers

Measurement range from 31 I/h to 31 m%h
Dry dial

Suitable for horizontal or vertical pipelines
Option: Pulse output transmitter

APPLICATION

- Measurement of cold water flow rate on horizontal or vertical pipelines
- Suitable for dirty, turbid or hard water, with suspended sand

DESCRIPTION

Multi-jet turbine velocity meters with a dry dial register enable flow measurement
using five protected numbered rollers.

The fluid stream is distributed by an internal distributor and simultaneously impacts
the turbine blades.

OPTION: Totalizer

As an option, the meter can be fitted with a pulse output transmitter: K = 1, 10, 100
or 1000 litres per pulse (except for DN40 model: K = 10, 100 or 1000).

Caution: the transmitter must be factory-installed

Some models are assigned specific codes and kept in stock (see table and
references, subject to availability)

Meters are MID approved in accordance with Directive 2014/32/EU Module
B + D (replacing MID Directive 2004/22/EC).

Stoo val 7 p ! INSTALLATION PRECAUTIONS
opvalve 1 B Installation should be carried out at a low point on a horizontal or vertical pipeline, in
¢ Mo an easily accessible location protected against frost. The 360° orientation of the
—% > ey > totalizer must be set in the factory prior to sealing. The flow direction must

u\.ju correspond to the arrow marked on the meter body.
To allow proper pipeline draining, it is recommended to install a shut-off valve
upstream of the meter, and a drain valve downstream of the meter.

Drain vaIve}%

After installation, fill and vent the pipelines in order to eliminate any residual air
pockets (as trapped air may cause measurement errors and damage the meter).

For the same reason, the meter must never be allowed to run completely empty.
Operating conditions (pressure, temperature and flow rate) must comply with the
meter specifications.

Never carry out welding work on the pipework while the meter is installed, as
excessive temperature may damage internal plastic components.

Accessories:
The SLN-44 totalizer enables pulse counting or reverse counting, particularly for
dosing applications (see datasheet 289-05).
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CODE NUMBERS AND REFERENCES

Cold water meters with BSP outlet connection Uni ISO 228-1 cylindrical thread

Meters without transmitter
Code (without transmitter) 787 221 787 223 787 224 787 225 787 226 787 227 787 228
DN 15 20 25 32 40 50 50
Connections 2" %" 1" 1" 1" 2"

Flanged 2"
Body thread %" 1" 14" 1" 2" 2"
Performance according to MID Directive 2014/32/EU — Metrological class (Q3/Q1) R = 80
Permanent flow rate Q3 (m?%h) 25 4 6.3 10 16 25 25
Maximum flow rate Q4 (m%h) 3.125 5 7.875 12.5 20 31.25 31.25
Minimum flow rate Q1 (I/h) 31.3 50 78.8 125 200 3125 3125
Transitional flow rate Q2 (I/h) 50 80 126 200 320 500 500
Nominal pressure PN (bar) 16 16 16 16 16 16 16
Minimum reading (I) 0.05 0.05 0.05 0.05 0.5 0.5 0.5
Maximum reading (m?) 99 999 99 999 99 999 99 999 999 999 999 999 999 999
Temperature class T30/T50
Meters with pulse transmitter
Code (transmitter included) 787 261 787 263 787 264 787 265 787 266 787 267 -
Litres per pulse* 1 1 1 1 10 10

* Other values available on request
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CE compliance: this device complies with the legal requirements of the applicable European Directives.
DN 15 20 25 32 40 50 ¢ w +
L[mm] 165 190 260 260 300 300 o
H[mm] 80 109 115 120 148 180/190* ﬁg?ﬁ
W[mm] 99 99 104 104 125 125 C ¥
Mass [ kg ] 153 | 165 | 283 | 3.10 | 4.20 9.6 y .,
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